
1. IMPORTANT:  Determine
the ground side of track. (It has
an indented groove on the face
of Track) Fixture can only be
assembled if grounds are aligned.

Indented Groove
Ground Side

2. Insert Track Head into track.
Turn the two prong side of  Track
Head  a 1/4 turn  toward the ground
side of Track while pulling down on
Locking Tab.

3. Release Locking Tab to lock
fixture into track.

4. Adjust the angle of reflector
to the desired position. Restore
electricity and check the operation
of your new CLARTÉ light fixture.

To remove, allow track head to cool, 
Pull down on Locking Tab while 
turning track head 1/4 turn.

SDT-836-HLO-PAR16
Vertical Round 8.4W Track Fixture
Halo Track Installation Instructions

180°

360°+

Indented Groove
Ground Side

Locking Tab

www.clartelighting.com       975 N. Todd Ave. Azusa, CA 91702     Tel. No. (626) 261-4242 Fax No. (626) 598-3750

To reduce risk of fire and electric shock use only with Halo Compatible Track systems. 

Suitable to install on "Dimming Circuits".

READ AND FOLLOW ALL SAFETY AND INSTALLATION INSTRUCTIONS CAREFULLY.
TURN OFF  ELECTRICAL POWER BEFORE STARTING INSTALLATION.

SAVE THESE INSTRUCTIONS




